
Flexib l e  
sor t i ng  mat e

Flexible  feeding

Strong  versatility

Quick  changeover

Specifications

Using the �e xible feeding of the �e xible vibrating plate 

and the �e xibility of the robo t, it can solve the �e xible 

sorting requir ement s tha t canno t be achieved by the 

traditional vibrating plat e and it s loading and unlo ading 

equipment . After sort ing, the swing plate and high -

precision assembly process can be carried out.

Speci � cat ions QFSM- - - L St andard / Opt ional

Robot
*

AH - - - Standard

Vibrat ing  Plate
*

QFF- Standard

Storage  bin
*

QFA- L Standard

Frame Lengt mm* Widt mm* Heigh mm

  

Standard

Cont rol l ing  software QVR Standard

Visual  system

To W  pixel  camera

  

Standard

Top  camera  light  source Opt ional

Bot tom  deviat ion  correct io W  pixel  camera

  

Opt ional

Claws
With  rotat ion  funct ion  (up t )

 

Opt ional

Without  rotat ion  funct ion  (up t )

 

Opt ional

External  docking
Swing  plate/conveyor  line/customer  

� xt ure  (assembly  appl icat ion),  etc.
Opt ional

* : Other  specif icat ions  of  the  robot  can  be  selected,  please  consul t  the  sales  staff  for  the  price  di fferences.

* : Other  specif icat ions  of  flexib le  shock-dissipat ing  discproducts  can  be  selected,  please  consul t  the  sales  staff   for  pr ice  di fferences.

* : Other  specif icat ions  of  storage  bins  can  be  selected,  please  consul t  the  sales  staff  for price  di fferences.

Appl icat ions | C, hardware, toys, inject ion  molding  and  other  indust r ies

Fast  commissioning  time,  �e xible  vibr ating  pla te,  storage  bin,  vision  system  int egrated  in  one  software  contr ol

Easy  to deploy ,  reasonable  machine  height  design,  c omp atible  with  mos t  produc tion  line  height s

The  built -in  int ellig ent  algorithm  c an  judge  the  boundar y  position  of  the  r obo t  gripper  and  the  �e xible  vibr ation  
plate in  real  time,  and  pr event  the  gripper  and  the  �e xible  vibr ation  pla te  from  int erfering  with  the  c ollider

table  operation,  status  informa tion  can  be  connec ted  to  the  MES  system, 
and  the  machine  status  can  be  grasped  at  any  time

Product  Features

Integrator  users  only  need  to  develop  robo t  end  �x tur es,  saving  development  time

Medic al  consumables  sortingIC  component  sorting SIM  card  slo t  sorting

 

Screw  sorting

Qu ick

Easy

Wisdom

Stable

Province

Storage  bin

Cache  area

Flexib le vibrat ing  plate 

Top  camera

Robot

Users  can  make  

t heir  own  robot 

� xt ure

The  fr on t  o f  t he  equ ipm en t

Internal  dist r ibut ion

The  back  o f  t he  equ ipm en t

Product  n um ber Num ber o f c l aw s Hor i zon t a�¢l m m�£Ver t i ca�¢l m m ) Act ion  � ow Beat�¢ UPH)
No b ot t om cor rect ion 

cam era, un l oad ing 

accuracy

Wi t h b ot t om cor rect ion 

cam era, un l oad ing 

accuracy

*

QFSM- - - L

one grab and 
one release / hour ± . m ± . m

two grabs and 
two releases / hour ± . m ± . m

two grabs and 
one releases / hour ± . m ± . m

*

*

Typical  scene  performance  reference

* :  This  beat  is  only  for  select ion  reference,  the  actual  beat  should  be  obtained  according  to  the  actual  si t uat ion  of  the  workpiece.

* :  The  unloading  accuracy  is  the  repeatable  posit ioning  accuracy.  The  test  adopts  the  nat ional  standard:  GB - ,  an ets  of  data  are  cont inuously 

 tested  for  calculat ion.

www.robotec.bg www.robotec.bg


